




•  Fabricados en aluminio 6063, sin costura.  T1, T5
   Cumple especificaciones de:
   Underwriters Laboratories UL - 1242
   Federal Specification WW - C - 581 C
   ANSI  C80.6

Cada tubo se surte en longitud de 3.05 m (10’) con cople
y un protector de plastico con el código de colores para la
facil identificación del diametro del tubo.

7.2 -  TUBO CONDUIT INTERMEDIO DE ALUMINIO.  IMC.

7.2 -  ALUMINUM INTERMEDIATE  METAL CONDUIT.

•  6063 aluminum alloy.  T1, T5
    Compliances:
    Underwriters Laboratories UL - 1242
    Federal Specification WW - C - 581 C
    ANSI  C80.6

Shipped in 10’  length with one coupling
and thread protector with color coded
help provide trade size recognition.

Especificaciones sujetas a cambio sin previo aviso. Specifications are subject to change without notice.
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007-RW-256
FICHA TECNICA / TECHNICAL DATA

Catalogo

Catalog

Codigo

Code

Medida

mm inch

Nominal

12.32.3190

12.32.3191

12.32.3192

12.32.3193

12.32.3194

12.32.3195

12.32.3196

12.32.3197

TAL-19-I

TAL-25-I

TAL-32-I

TAL-38-I

TAL-50-I

TAL-63-I

TAL-76-I

TAL-102-I

19.0

25.4

31.8

38.1

50.8

63.5

76.2

101.6

3/4

1

1 1/4

1 1/2

2

2 1/2

3

4

26.26

32.89

41.78

48.01

60.12

72.82

88.54

113.69

1.033

1.294

1.644

1.890

2.366

2.866

3.485

4.476

2.03

2.13

2.54

2.77

2.97

3.70

3.88

4.32

0.079

0.083

0.100

0.109

0.116

0.145

0.152

0.170

Size

mm inch mm inch

USAR No. DE CODIGO PARA HACER PEDIDOS / TO ORDER USE CODE NUMBER

Diametro exterior
Outside diameter

Espesor de pared
Wall thickness

Piezas
x atado

Pieces per
bundle

Peso x pieza

kg Lb

Weight per piece

1.300

1.707

2.590

3.250

4.457

6.820

8.676

12.867

2.866

3.763

5.710

7.165

9.826

15.036

19.127

28.367

15

10

10

10

5

3

3

3

Std.
Pkg.
Pzas.
Pcs.

9 - XII - 2008

RAWELT, S.A. de C.V.



•  Aleación de aluminio 6063.  T1, T5
•  Cumple especificaciones de:
   Underwriters Laboratories UL - 6A
   ANSI  C80.5

•  6063 aluminum alloy.  T1, T5
•  Compliances:
    Underwriters Laboratories UL - 6A
    ANSI  C80.5
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007-RW-256
FICHA TECNICA / TECHNICAL DATA

Especificaciones sujetas a cambio sin previo aviso. Specifications are subject to change without notice.

3/4

1

1 1/4

1 1/2

2

2 1/2

3

3 1/2

4

19.0

25.4

31.8

38.1

50.8

63.5

76.2

88.9

101.6

kg Lb

12.19.3029

12.19.3030

12.19.3031

12.19.3032

12.19.3033

12.19.3034

12.19.3035

12.19.3202

12.19.3036

COAL-19

COAL-25

COAL-32

COAL-38

COAL-50

COAL-63

COAL-76

COAL-89

COAL-102

Catalogo

Catalog

Codigo

Code mm inch

Medida
Nominal

Size

USAR No. DE CODIGO PARA HACER PEDIDOS / TO ORDER USE CODE NUMBER

Peso x 100
Weight x 100

1 5/8

2

2  1/16

2 1/16

2 1/8

3 1/8

3 1/4

3 3/8

3 1/2

41.28

50.80

52.34

52.34

53.97

79.38

82.55

85.73

88.90

mm inch

Diametro exterior
Outside diameter

Longitud
Length

mm inch

33.52

39.62

49.53

56.13

69.85

83.31

99.82

112.71

127.00

1.32

1.56

1.95

2.21

2.75

3.28

3.93

4.437

5.00

4.13

5.67

8.57

10.57

15.70

30.98

41.46

49.00

64.41

9.11

12.50

18.90

23.30

34.61

68.30

91.40

108.00

142.00

Unit
Ctn.

Pzas.
Pcs.

Ship
Ctn.

Pzas.
Pcs.

Std.
Pkg.
Pzas.
Pcs.

7.2 - COPLE CONDUIT DE ALUMINIO.

7.2 - ALUMINUM COUPLING.
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F - 3041
30 - X - 2006ClienteIng. de Ventas

12.32.3190

12.32.3191

12.32.3192

12.32.3193

12.32.3194

12.32.3195

12.32.3196

12.32.3197

TUBO   CON UN COPLE COPLES   ADICIONALES

15

10

10

10

5

3

3

3

Código
Code

Std.
Pkg.
Pzas.
Pcs.

12.19.3029

12.19.3030

12.19.3031

12.19.3032

12.19.3033

12.19.3034

12.19.3035

12.19.3036

Cantidad
Qty.

7.2 -  SERIE TAL. TUBO CONDUIT  IMC. DE ALUMINIO / ALUMINUM IMC CONDUIT.

Medida
nominal
Hub size

19.0

25.4

31.8

38.1

50.8

63.5

76.2

101.6

3/4

1

1 1/4

1 1/2

2

2 1/2

3

4

19.0

25.4

31.8

38.1

50.8

63.5

76.2

101.6

3/4

1

1 1/4

1 1/2

2

2 1/2

3

4

Ship.
Ctn.

Pzas.
Pcs.

Unit.
Ctn.

Pzas.
Pcs.mm inch mm inch

®

L.P.:

Fecha/Date: Vendedor/Salesman:

Dirección/Address:

Ordenado por/Ordered by:

Facturar a / Invoice to:

Consignar a /Ship to:

Lugar/City /Country:

RFC.

Tel. (            )

Cond. de Pago/Terms:

Fax (            )

Embarcar:

No.

Cond. de Venta/Sale conditions:

Our ref.:

C.P. /Zip.

PaquetePagadox CobrarCamión

Código
Code

Cantidad
Qty.

Medida
nominal
Hub size

Pzas.
x Atado

Pcs.
x Bundle

TUBING   WITH ONE COUPLING ADICTIONAL   COUPLING

• Antes de fincar el pedido en firme, favor de confirmar con fábrica el plazo de embarque definitivo.
• Before place your order, please confirm with RAWELT definitive date of shipment.
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Cotización/Quotation

Pedido  No./Purchase order       :

Plazo de embarque• / Shipment exw•       :

Pr
od

uc
ci

ón
Al

m
ac

én
Em

ba
rq

ue
s

Co
nt

ro
l

Ex
pe

di
en

te




